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** ADVANCE NOTIFICATION of NavData Output Change ** 
 

 
Implementation of Visual Approaches  

 
 22 March 2013 
 
Jeppesen will begin providing Visual Approaches in accordance with ARINC 424 – 20 as RNAV Visual 
Approaches. This document serves as the contractually required advanced notification for 
implementation of the new coding rules and practices scheduled for implementation in AIRAC cycle 1305, 
effective 02 May 2013.  
 
BACKGROUND 
Jeppesen receives Aeronautical source that contains Visual Approaches. Until recently, Jeppesen has 
only provided these procedures as Tailored data to those Operators whose equipment can handle them.   
Recently, ARINC 424 defined a new route type Qualifier 1 and Qualifier 2 values that enable identification 
of the RNAV Visual approaches in the ARINC 424 data (see note 1 below).     
 
SUMMARY 
RNAV Visual Approaches will be available as standard or tailored data in Approach (PF) records.  The 
Procedure Ident will be ‘Rxx-V’ unless the multiple indicator ‘V’ is already being used in another RNAV 
type approach procedure.   If ‘V’ is already in use, Jeppesen will use an ‘S’ for the multiple indicator.   If 
both ‘V’ and ‘S’ already exists in other procedures, then Jeppesen will not include the Visual procedure in 
our NavData.    
 
When RNAV IFR procedures exist to the same Runway, the RNAV Visual Procedure will always be 
considered the Secondary procedure and the IFR procedure will be considered the ‘Selected’ procedure 
(see note 2 below).    
 
The RNAV Visual Approaches will have a Final Approach Route Type of R in column 20 and Qualifiers of 
B in column 119 and V in column 120.   Further information on the format can be reviewed in ARINC 424, 
version 20. 
 
Jeppesen will strive to include all RNAV Visual Procedures and Conventional Visual Procedures that can 
be coded as a RNAV Visual in our NavData. However, depending on the specific design of some Visual 
procedures, the procedure will continue to not be coded.   For an example, please see River Visual Rwy 
19 @KDCA; Washington, D.C. (Washington National) which requires the track to follow along the 
Potomac river.   In this case, there are no defined fix locations that Jeppesen can use to determine the 
Flight Track and therefore the procedure will not be included in our NavData. 
                                                                                                                                                                                    
If you sign up to receive RNAV Visual Approaches, they will be included in our NavData on an as-revised 
basis as Jeppesen receives them in sources.  Individual RNAV Visual Approaches not included can be 
requested using the contact information below. 
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Note 1: When we receive source for Visual procedures they will be extracted as RNAV procedures in our 
NavData, regardless of whether they are named RNAV Visuals or Visuals.   In other words, they will have 
an RXX-V identifier and R route type. 
 
Note 2: Not all NavData Files receive Multiple Approach Indicators.  In those cases, the NavData file 
would not include the RNAV Visual Procedure.   For more information on this subject, see the Multiple 
Approach Code NavData Notice and Multi-Code Options document dated November 2005. 
 
CLOSING COMMENTS 
 
 If you would like to receive Visual Approaches, please evaluate your systems to determine the 
impact of these new Qualifiers. Make the appropriate adjustments to accept this new information 
and contact your Jeppesen Business Representative.  
 
NavData Notices are intended for Jeppesen's Original Equipment Manufacturer (OEM) Customers only.  End Users 
of the data may contact their Avionics Providers with questions on the availability of data in their specific units. If 
you have Technical questions about this notice, please contact Jeppesen NavData Technical Support at phone 
(USA) 303-328-4445 or e-mail navdatatechsupport@jeppesen.com   


